NN-ST67JS

32L Stainless Steel Inverter Sensor Microwave Oven
NN-ST67JSQPQ NVERTER i ' )

KEY FEATURES & BENEFITS SPECIFICATIONS
Inverter Technology

Capacity 32L
Panasonic’s Inverter Microwave Technology provides Turn Table 340mm
graduated power control allowing to deliver more evenly Microwave Power  1100W
cooked food, preserving texture and flavor, and preventing Colour Stainless Steel Front & Silver Body
spill over and burnt edges. Door Clear Glass
Sensor Cooking Menus Control Panel Touch Pad

. Display LCD

The NN-ST67JSQPQ automatically chooses the power level

Inverter Yes Genus Inverter
and cooking time to suit. No guesswork required!

Sensor Cook 20 Menus
Sensor Reheat Sensor Reheat Yes
At the touch of a button, the sensor will automatically Turbo Defrost Yes (Inverter)
adjust the time and power level to suit the food you are Variable Power 6 Levels
reheating. Child Lock Yes

Dimensions 310mm x 525mm x 388 mm (H x W x D)
Inverter Turbo Defrost

Weight 11.5kg
Panasonic’s unique Inverter Turbo Defrost sequences
dramatically reduces defrosting times and delivers evenly ACCESSORIES
defrosted food.

Inclusive

Built-In Solution (Optional) Glass Turntable

A Trim kit is available to integrate the microwave into your Operation Manual

cabinets for a sleek, stylish look.
Optional

Trim Kit NN-TK612GSQP

NN-ST67JSQPQ
RRP: $369.00
EAN: 8887549725357

Optional Trim Kit: NN-TK612GSQP RRP: $339.00 EAN: 8887549483592
Minimum Opening Requirement for trim kit installation (H x W x D): 395 x 562 x 525 mm
Outside dimensions of installed trim kit (H x W): 410 x 596 mm

Panasonic



